
EXPERT FOR micro-automation solutions

NEW GENERATION 
REMOTE PLC - MORE CONVENIENCE 
AND PRODUCTIVITY!

EMBEDDED WEB SERVER

Built-in RS485 Port

Embedded SD Slot

Subroutines - LID Blocks

Up to 16 Expansion modules

Remote users can control and manage the operation 
using a web browser over the Internet. With the rapid 
development of industrial process control and the wide 
range of applications in network intelligence, it is necessary 
to make the data accuracy and reliability of a control system 
higher. This embedded Webserver can adapt to the strict 
requirements of the data acquisition and control systems such 
as the function, reliability, cost, size, power consumption, 
and remote access. The new Remote PLC is operated by an 
embedded web server to acquire the signals and control the 
devices remotely. 
Embedded web server mode is used to share the data with 
clients online. This system can be a substitute for PLC – SCADA 
system.

MQTT PROTOCOL SUPPORT
The new Remote PLCs have the ability to aggregate data 
and send it to any suitable Cloud service using MQTT. 
MQTT is a lightweight, Pub/Sub messaging protocol typically
used to connect hardware to the Cloud.
No more need for intermediate Gateway devices!
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PRODUCT LIST
Ethernet PLC Expandable (PR-E-16 up to 16 pcs.)

Model Power Inputs Outputs

PR-12AC-R-N 110-240V AC 8 4 Relay (10A)

PR-12DC-DA-R-N 24V DC 8 (4 DI/AI(0~10V) 4 Relay (10A)

PR-18AC-R-N 110-240V AC 12 6 Relay (10A)

PR-18DC-DAI-R-N 24V DC 12 (6 DI/AI(0~10V) + 2 
DI/AI (0~10V/0~20mA)) 6 Relay (10A)

PR-18DC-DAI-TN-N 24V DC 12 (6 DI/AI(0~10V) + 2 
DI/AI (0~10V/0~20mA)) 6 Transistor (0.3A)

PR-26AC-R-N 110-240V AC 16 10 Relay (10A/5A)

PR-26DC-DAI-RA-N 24V DC 16 (8 DI/AI(0~10V) + 4 
DI/AI (0~10V/0~20mA))

8 Relay (10A/5A) + 2 
Analog (0-10V/0-20mA)

PR-26DC-DAI-RT-N 24V DC 16 (8 DI/AI(0~10V) + 4 
DI/AI (0~10V/0~20mA))

8 Relay (10A/5A) + 2 
Transistor (0.3A)

*HSI - High Speed Inputs           *HSO - High Speed Outputs

GSM GPRS (4G) PLC with LAN Port Expandable (PR-E-16 up to 16 pcs.)

Model Power Inputs Outputs

PR-26DC-DAI-RT-
2G(4G)

24V DC 16 (8 DI/AI(0~10V) + 4 
DI/AI (0~10V/0~20mA))

8 Relay (10A/5A) + 2 
Transistor (0.3A)

*HSI - High Speed Inputs           *HSO - High Speed Outputs      * Built-in webserver can only be used/available in/under Ethernet channel        
*Email Notification works only for PR-26DC-DAI-RT-2G(4G)

WI-FI PLC with LAN Port Expandable (PR-E-16 up to 16 pcs.)

Model Power Inputs Outputs

 PR-26DC-DAI-RT-
WIFI

24V DC 16 (8 DI/AI(0~10V) + 4 
DI/AI (0~10V/0~20mA))

8 Relay (10A/5A) + 2 
Transistor (0.3A)

PR-26DC-DAI-RT-
4GWIFI

24V DC 16 (8 DI/AI(0~10V) + 4 
DI/AI (0~10V/0~20mA))

8 Relay (10A/5A) + 2 
Transistor (0.3A)
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*HSI - High Speed Inputs           *HSO - High Speed Outputs      * Built-in webserver can only be used/avaialble in/under Ethernet channel

Extension Modules

PR-E-16AC-R 8 digital inputs and 8 Relay Outputs (4x3A + 4x10A)          

PR-E-AI -I 4 analog inputs (0/4-20mA)          

PR-E-PT100 3 analog inputs (thermoresistor PT100)

PR-E-AQ-VI 2 analog outputs (0-10V/0-20mA)

PR-E-16DC-DA-R
8 digital (4 analog - 0-10V) inputs and 
8 Relay Outputs (4x3A + 4x10A)

PR-E-16DC-DA-TN
8 digital (4 analog - 0-10V) inputs and 
8 Transistor Outputs         

PR-RS485 Additional RS485 Port
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